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 Kegiatan : Pengadaan Infrastruktur Data Center,  

  DRC dan TIK Pemerintah Kota  

 Pekerjaan : Pengadaan Videotron  

 Lokasi : Blotongan - Kota Salatiga  

 Sumberdana : APBD  

 Tahun 

Anggaran 

: 2020  

    

SPESIFIKASI VIDEOTRON  FIXED SERIES P6.6 RGB OUTDOOR  5X9M 

N

O 

NAMA 

BARANG 

SPESIFIKASI  BARANG VOL 

1 
Videotron 

9x5m 

LED DISPLAY FIXED Series P6.6 SMD 3535 OUTDOOR 

size 5x9m 

-FIXED Series P6.6 SMD Outdoor 2 LED Configuration  

SMD3535 Nasionstar 3 Pixel Density/sqm,  22477 dots 

- Module Size, 320x160mm 

- Module Resolution  48 x 24 dots 

- Cabinet  Size 960 x 960 mm 

- Cabinet Resolution 144 x 144 dots 8 

- Cabinet Weight 48 Kg 10 IP Rating IP65 

- Scan 1/6S 

- Brightness /sqm 6000-7000cdm2 

- View Angle/° 160° horizontal dan 140° vertikal. 

- Gray Scale/bit 14 bit 

- Max. Power Consumption/W  800W/sqm,Ave.  Power 

Consumption/W  266W/sqm 16 Refresh Frequency/Hz 1920 

Hz 

-  Operating Power AC 96~240 V 50/60Hz 18 Operating Life 

100,000Hours 
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2 
Led 

Controller 

LED Controller  - LED controller merupakan satu kesatuan 

dengan sending card dengan form factor 1U rackmount.  - 

Memiliki port HDMI/DVI Infut, 12/10/8 bit HD Video 

Source, HDMI/External  Audio Input, Resolution supported 

1.440x900 (12 bit/10 bit), 1 light sensor interface, cascading 

supported, 18 bit gray scale processing and presentation,  

video format RGB, YCrCb4:2:2,  YCrCb4:4:4, dan RJ45 

1 

Unit 

3 Receiving Card 

Receiving Card  - Mendukung configuration  file readback. 

- Mendukung temperature monitoring. - Mendukung 

komunikasi melalui kabel ethernet untuk pengecekan status. 

- Mendukung pengecekan  tegangan power supply, - 

Mendukung kalibrasi brightness dan chromaticity  pixel by 

pixel. - Mendukung seamless high-speed switching. - 

Integrated 12 standard HUB75 connectors and without the 

HUB structure - Single card outputs 24-group of RGB Data - 

Paket 
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Single card support resolution of 256x128 - Melampirkan  

sertifikasi CE-EMC, ROHS dan di legalisir/ttd oleh Pihak 

Distributor 

4 

4K QUAD 

PROCESSOR 

PLAYER 

4k media player built systems, Support real-time 

management  and release on mobile, iPad and PC - Support 

remote upgrade of advertising player software version and 

OTA upgrade  - Support the advertising machines in the 

same group can be played synchronously  and the 

synchronization  interval is less than 500ms - Support the 

mobile phone to remotely set the properties of the advertising 

player, control the volume, rotation angle, time zone, turn off 

and turn on the advertising player  - Support remote 

monitoring of the network status, system status and hardware 

status of the advertising player, and monitor the content of 

the advertising player - Support the needs of multiple forms 

of rolling subtitles and bullet screens, the font, size and 

content of subtitles and bullet screens can be edited  - 

Scheduling supports multiple priority levels, and supports 

shim/normal/interrupt/emergency  message priority  - 

Scheduling supports multiple recurring modes, recurring by 

day/week/month   - Support self-built template mobile phone 

one-key call to modify at any time  - SOFWARE MP-BP800 

1 

unit 

5 Notebook 

Procesor : 10th Generation Intel® Core™ i7-10710 

Processor with vPro™, OS : Windows 10, RAM : 16 GB 

LPDDR3 2133MHz (Soldered), Storage : 512 GB atau 1TB 

PCIe SSD, Distplay : 14.0INCH; FHD (1920 x 1080) IPS, 

anti-glare, 400 nits Touchscreen, VGA : Integrated Intel® 

UHD Graphics, Fiture : Intel® Wi-Fi 6™ AX201 802.11AX 

(2 x 2) & Bluetooth® 5.0 with vPro™ 

1 

unit 

6 Tablet 

Ukuran layar: 10.4, 1200 x 200 pixels, TFT Capacitive 

touchscreen 16M colors; memori : RAM 4GB, ROM 128GB, 

MicroSD Up to 1TB; sistem operasi : Android 10,0; One Ui 

2; CPU: Exynos 9611 Octa-core; GPU : Mali-G72 MP3 

1 

unit 

7 
Power 

Distributor 

Power Distribution Panel Led Display Protection System for 

protection  againts fire, automatic, environtmental  friendly 

ukuran 9x5m double size 

1 set 

8 Listrik 
installation listrik dan peningkatan daya listrik 45Kva 

1 set 

9 Internet 
langganan Internet Indihome 1 tahun+router 

1 set 

10 CCTV 

installation CCTV,  H.265 + 4MP IP camera,  1/3" 

Progressive CMOS, ICR, 2560x1440:20Fps(P)/(N). 

2304x1296:20(P)/(N), H.265+/H265/H.264+&H.264, 3D 

DNR, BLC, IR range: up to 30m, DC12V , support mobile 

monitoring 

1 set 

11 

Installation,  

Setting, Test & 

Commissioning 

dan naikin Led 

Installation LED Screen,Installation  LED Screen 

Processor,Implemenatation  for Cabling (Data & Power) 

System,Testing  & Commisioning  LED Screen,Testing  & 

Commisioning  LED Processor,Training  pengoperasian  

perangkat & trouble shoot (1 hari training),Training  

1 set 
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pengoperasian  software (1 hari training),Manual  Book & 

Software (English Version) dan naikin Led Ke Kontruksi 

 
 

  
    

  Salatiga,      Oktober 2020 

  PEJABAT PEMBUAT KOMITMEN 
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